Washbasins

Selector  1:3:0
Pedestal/Wall hung  1:3:1
Semi-countertop  1:3:2
Countertop  1:3:3
Under-countertop  1:3:4
Vessel  1:3:5
Handrinse  1:3:6
Fittings  1:3:7

Icon key
- Residential
- Public Places
- Water Savings
- Hospitals & Healthcare
- Disabled access
- Doc M Compliant
- Education
- Spacesaving
- Hotels
- Anti-vandal
### Washbasins

#### Washbasins Selector

<table>
<thead>
<tr>
<th>Washbasin</th>
<th>Principal Page</th>
<th>Application Symbols</th>
<th>Material</th>
<th>Style</th>
<th>Tapholes</th>
<th>Available with Semi-Pedestal</th>
<th>Available without Overflow</th>
<th>Width</th>
<th>Projection</th>
<th>Colour White</th>
<th>Colour Other</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Carlton and Wall</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Chelsea 60</td>
<td>1:3:1:3</td>
<td></td>
<td>Fine Fire Clay</td>
<td>Modern</td>
<td>1</td>
<td>Yes</td>
<td>No</td>
<td>600mm</td>
<td>480mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Clarendon 65</td>
<td>1:3:1:4</td>
<td></td>
<td>Vitreous China</td>
<td>Modern</td>
<td>1</td>
<td>Yes</td>
<td>No</td>
<td>650mm</td>
<td>480mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Contour 21 60 - 50 back outlet</td>
<td>1:3:1:5</td>
<td></td>
<td>Vitreous China</td>
<td>Modern</td>
<td>None</td>
<td>No</td>
<td>Yes</td>
<td>600 or 550mm</td>
<td>480 or 400mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Contour 21 50 back outlet upstand</td>
<td>1:3:1:6</td>
<td></td>
<td>Vitreous China</td>
<td>Modern</td>
<td>None</td>
<td>No</td>
<td>Yes</td>
<td>500mm</td>
<td>350mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Contour 21 60 - 55 accessible</td>
<td>1:3:1:7</td>
<td></td>
<td>Vitreous China</td>
<td>Modern</td>
<td>None, 1 or 2</td>
<td>No</td>
<td>Yes</td>
<td>600 or 550mm</td>
<td>540mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Denholm 2 46 wall hung</td>
<td>1:3:1:8</td>
<td></td>
<td>Stainless Steel</td>
<td>Modern</td>
<td>None, 1 or 2</td>
<td>No</td>
<td>Yes</td>
<td>510mm</td>
<td>355mm</td>
<td>Polished</td>
<td></td>
</tr>
<tr>
<td>Denholm 2 46 with shroud</td>
<td>1:3:1:9</td>
<td></td>
<td>Stainless Steel</td>
<td>Modern</td>
<td>None, 1 or 2</td>
<td>No</td>
<td>Yes</td>
<td>510mm</td>
<td>355mm</td>
<td>Polished</td>
<td></td>
</tr>
<tr>
<td>Kensington 65</td>
<td>1:3:1:10</td>
<td></td>
<td>Vitreous China</td>
<td>Modern</td>
<td>1</td>
<td>Yes</td>
<td>No</td>
<td>650mm</td>
<td>520mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Kensington 60</td>
<td>1:3:1:11</td>
<td></td>
<td>Vitreous China</td>
<td>Modern</td>
<td>1</td>
<td>Yes</td>
<td>No</td>
<td>600mm</td>
<td>490mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Kingsley 65</td>
<td>1:3:1:12</td>
<td></td>
<td>Vitreous China</td>
<td>Modern</td>
<td>1</td>
<td>Yes</td>
<td>No</td>
<td>650mm</td>
<td>480mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Kingsley 55</td>
<td>1:3:1:13</td>
<td></td>
<td>Vitreous China</td>
<td>Modern</td>
<td>1</td>
<td>Yes</td>
<td>No</td>
<td>550mm</td>
<td>480mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Leadenhall 55</td>
<td>1:3:1:14</td>
<td></td>
<td>Fine Fire Clay</td>
<td>Modern</td>
<td>None</td>
<td>No</td>
<td>Yes</td>
<td>563mm</td>
<td>485mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Portman 21 55 - 50 pedestal</td>
<td>1:3:1:15</td>
<td></td>
<td>Vitreous China</td>
<td>Modern</td>
<td>None, 1, 2 or 3</td>
<td>Yes</td>
<td>No</td>
<td>550 or 500mm</td>
<td>440 or 420mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Portman 21 60 - 50 - 40</td>
<td>1:3:1:16</td>
<td></td>
<td>Vitreous China</td>
<td>Modern</td>
<td>None, 1 or 2</td>
<td>No</td>
<td>Yes</td>
<td>600, 500 or 400mm</td>
<td>480, 420 or 365mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Regent 68</td>
<td>1:3:1:17</td>
<td></td>
<td>Fine Fire Clay</td>
<td>Modern</td>
<td>1</td>
<td>Yes</td>
<td>No</td>
<td>680mm</td>
<td>480mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Regent 60</td>
<td>1:3:1:18</td>
<td></td>
<td>Fine Fire Clay</td>
<td>Modern</td>
<td>1</td>
<td>Yes</td>
<td>No</td>
<td>600mm</td>
<td>480mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Regent 55</td>
<td>1:3:1:19</td>
<td></td>
<td>Fine Fire Clay</td>
<td>Modern</td>
<td>1</td>
<td>Yes</td>
<td>No</td>
<td>550mm</td>
<td>460mm</td>
<td>Polished</td>
<td></td>
</tr>
<tr>
<td>Salonex 61 Hairdressers</td>
<td>1:3:1:20</td>
<td></td>
<td>Vitreous China</td>
<td>Modern</td>
<td>2</td>
<td>No</td>
<td>Yes</td>
<td>610mm</td>
<td>510mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Sandringham 21 55 - 50</td>
<td>1:3:1:21</td>
<td></td>
<td>Vitreous China</td>
<td>Modern</td>
<td>1 or 2</td>
<td>No</td>
<td>No</td>
<td>550 or 500mm</td>
<td>460 or 440mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Sandringham Royalex 56 - 51</td>
<td>1:3:1:22</td>
<td></td>
<td>Vitreous China</td>
<td>Modern</td>
<td>2</td>
<td>No</td>
<td>No</td>
<td>560 or 510mm</td>
<td>410mm</td>
<td>●</td>
<td></td>
</tr>
</tbody>
</table>

**Semi-countertop**

<table>
<thead>
<tr>
<th>Washbasin</th>
<th>Principal Page</th>
<th>Application Symbols</th>
<th>Material</th>
<th>Style</th>
<th>Tapholes</th>
<th>Available with Semi-Pedestal</th>
<th>Available without Overflow</th>
<th>Width</th>
<th>Projection</th>
<th>Colour White</th>
<th>Colour Other</th>
</tr>
</thead>
<tbody>
<tr>
<td>Chelsea 55 semi-countertop</td>
<td>1:3:2:2</td>
<td></td>
<td>Fine Fire Clay</td>
<td>Modern</td>
<td>1</td>
<td>No</td>
<td>No</td>
<td>550mm</td>
<td>440mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Profile 21 50 semi-countertop</td>
<td>1:3:2:3</td>
<td></td>
<td>Fine Fire Clay</td>
<td>Modern</td>
<td>1 or 2</td>
<td>No</td>
<td>No</td>
<td>500mm</td>
<td>410mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Regent 67 semi-countertop</td>
<td>1:3:2:4</td>
<td></td>
<td>Fine Fire Clay</td>
<td>Modern</td>
<td>1</td>
<td>No</td>
<td>No</td>
<td>670mm</td>
<td>490mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Sandringham 50 semi-countertop</td>
<td>1:3:2:5</td>
<td></td>
<td>Vitreous China</td>
<td>Modern</td>
<td>1 or 2</td>
<td>No</td>
<td>No</td>
<td>490mm</td>
<td>440mm</td>
<td>●</td>
<td></td>
</tr>
</tbody>
</table>

---

**ARMITAGE SHANKS**
## Washbasins Selector

### Countertop

<table>
<thead>
<tr>
<th>Principal Page</th>
<th>Application Symbols</th>
<th>Material</th>
<th>Style</th>
<th>Tapholes</th>
<th>Available with Semi-Pedestal</th>
<th>Available without Overflow</th>
<th>Width</th>
<th>Projection</th>
<th>Colour White</th>
<th>Colour Other</th>
</tr>
</thead>
<tbody>
<tr>
<td>Berwick 2 47 countertop</td>
<td>1:3:3:2</td>
<td>Stainless Steel</td>
<td>Modern</td>
<td>2</td>
<td>No</td>
<td>No</td>
<td>470mm</td>
<td>390mm</td>
<td>Polished</td>
<td></td>
</tr>
<tr>
<td>Broadway 18-120 washing trough</td>
<td>1:3:3:3</td>
<td>Solid surface</td>
<td>Modern</td>
<td>None</td>
<td>No</td>
<td>No</td>
<td>1800mm</td>
<td>400mm</td>
<td></td>
<td>●</td>
</tr>
<tr>
<td>Galaxy 51 countertop</td>
<td>1:3:3:4</td>
<td>High Impact Acetal</td>
<td>Modern</td>
<td>1 or 2</td>
<td>No</td>
<td>No</td>
<td>510mm</td>
<td>430mm</td>
<td></td>
<td>●</td>
</tr>
<tr>
<td>Kensington 54 countertop</td>
<td>1:3:3:5</td>
<td>Vitreous China</td>
<td>Modern</td>
<td>1</td>
<td>No</td>
<td>No</td>
<td>540mm</td>
<td>440mm</td>
<td></td>
<td>●</td>
</tr>
<tr>
<td>Orbit 21 55 countertop</td>
<td>1:3:3:6</td>
<td>Vitreous China</td>
<td>Modern</td>
<td>1, 2 or 3</td>
<td>No</td>
<td>Yes</td>
<td>550mm</td>
<td>460mm</td>
<td></td>
<td>●</td>
</tr>
<tr>
<td>Planet 21 50 countertop</td>
<td>1:3:3:7</td>
<td>Vitreous China</td>
<td>Modern</td>
<td>1 or 2</td>
<td>No</td>
<td>No</td>
<td>495mm</td>
<td>390mm</td>
<td></td>
<td>●</td>
</tr>
<tr>
<td>Regent 67 countertop</td>
<td>1:3:3:8</td>
<td>Fine Fire Clay</td>
<td>Modern</td>
<td>1</td>
<td>No</td>
<td>No</td>
<td>670mm</td>
<td>480mm</td>
<td></td>
<td>●</td>
</tr>
<tr>
<td>Sandringham 21 50 countertop</td>
<td>1:3:3:9</td>
<td>Vitreous China</td>
<td>Modern</td>
<td>1 or 2</td>
<td>No</td>
<td>No</td>
<td>500mm</td>
<td>430mm</td>
<td></td>
<td>●</td>
</tr>
<tr>
<td>Troon 2</td>
<td>1:3:3:10</td>
<td>Stainless steel</td>
<td>Modern</td>
<td>1</td>
<td>No</td>
<td>Yes</td>
<td>388mm</td>
<td>388mm</td>
<td>Polished</td>
<td></td>
</tr>
</tbody>
</table>

### Under-countertop

<table>
<thead>
<tr>
<th>Principal Page</th>
<th>Application Symbols</th>
<th>Material</th>
<th>Style</th>
<th>Tapholes</th>
<th>Available with Semi-Pedestal</th>
<th>Available without Overflow</th>
<th>Width</th>
<th>Projection</th>
<th>Colour White</th>
<th>Colour Other</th>
</tr>
</thead>
<tbody>
<tr>
<td>Cherwell 21 48 - 38</td>
<td>1:3:4:2</td>
<td>Fine Clay</td>
<td>Modern</td>
<td>None</td>
<td>No</td>
<td>No</td>
<td>480 or 380mm</td>
<td>480 or 380mm</td>
<td></td>
<td>●</td>
</tr>
<tr>
<td>Contour 21 42</td>
<td>1:3:4:3</td>
<td>Fine Fire Clay</td>
<td>Modern</td>
<td>None</td>
<td>No</td>
<td>No</td>
<td>420mm</td>
<td>350mm</td>
<td></td>
<td>●</td>
</tr>
<tr>
<td>Contour 21 50</td>
<td>1:3:4:4</td>
<td>Fine Fire Clay</td>
<td>Modern</td>
<td>None</td>
<td>YES</td>
<td></td>
<td>555mm</td>
<td>350mm</td>
<td></td>
<td>●</td>
</tr>
<tr>
<td>Contour 21 Rectangular 55</td>
<td>1:3:4:5</td>
<td>Fine Fire Clay</td>
<td>Modern</td>
<td>1</td>
<td>No</td>
<td>No</td>
<td>555mm</td>
<td>435mm</td>
<td></td>
<td>●</td>
</tr>
<tr>
<td>Marlow 21 62 - 55 - 48</td>
<td>1:3:4:6</td>
<td>Fine Fire Clay</td>
<td>Modern</td>
<td>None</td>
<td>No</td>
<td>No</td>
<td>620, 550 or 480mm</td>
<td>410, 380 or 360mm</td>
<td>●</td>
<td></td>
</tr>
</tbody>
</table>

### Vessel

<table>
<thead>
<tr>
<th>Principal Page</th>
<th>Application Symbols</th>
<th>Material</th>
<th>Style</th>
<th>Tapholes</th>
<th>Available with Semi-Pedestal</th>
<th>Available without Overflow</th>
<th>Width</th>
<th>Projection</th>
<th>Colour White</th>
<th>Colour Other</th>
</tr>
</thead>
<tbody>
<tr>
<td>Carlton 60</td>
<td>1:3:5:2</td>
<td>Fine Fire Clay</td>
<td>Modern</td>
<td>None</td>
<td>No</td>
<td>No</td>
<td>600mm</td>
<td>420mm</td>
<td></td>
<td>●</td>
</tr>
<tr>
<td>Carlton 62</td>
<td>1:3:5:3</td>
<td>Fine Fire Clay</td>
<td>Modern</td>
<td>None</td>
<td>No</td>
<td>No</td>
<td>620mm</td>
<td>420mm</td>
<td></td>
<td>●</td>
</tr>
<tr>
<td>Chelsea 60</td>
<td>1:3:5:4</td>
<td>Vitreous China</td>
<td>Modern</td>
<td>1</td>
<td>No</td>
<td>No</td>
<td>600mm</td>
<td>450mm</td>
<td></td>
<td>●</td>
</tr>
<tr>
<td>Clarendon 56</td>
<td>1:3:5:5</td>
<td>Vitreous China</td>
<td>Modern</td>
<td>1</td>
<td>No</td>
<td>Yes</td>
<td>560mm</td>
<td>440mm</td>
<td></td>
<td>●</td>
</tr>
<tr>
<td>Regent 60</td>
<td>1:3:5:6</td>
<td>Fine Fire Clay</td>
<td>Modern</td>
<td>1</td>
<td>No</td>
<td>No</td>
<td>600mm</td>
<td>440mm</td>
<td></td>
<td>●</td>
</tr>
</tbody>
</table>
### Handrinse/Cloakroom

<table>
<thead>
<tr>
<th>Model</th>
<th>Application Symbols</th>
<th>Material</th>
<th>Style</th>
<th>Tapholes</th>
<th>Available with Semi Pedestal</th>
<th>Available without Overflow</th>
<th>Width</th>
<th>Projection</th>
<th>Colour White</th>
<th>Colour Other</th>
</tr>
</thead>
<tbody>
<tr>
<td>Contour 21 37</td>
<td>1:3:6:2</td>
<td>Vitreous China</td>
<td>Modern</td>
<td>1</td>
<td>No</td>
<td>Yes</td>
<td>370mm</td>
<td>305mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Handrinse 50</td>
<td>1:3:6:3</td>
<td>Vitreous China</td>
<td>Modern</td>
<td>2</td>
<td>No</td>
<td>Yes</td>
<td>500mm</td>
<td>170mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Regent 50</td>
<td>1:3:6:4</td>
<td>Vitreous China</td>
<td>Modern</td>
<td>1</td>
<td>Yes</td>
<td>No</td>
<td>500mm</td>
<td>380mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Regent 45 handrise</td>
<td>1:3:6:5</td>
<td>Vitreous China</td>
<td>Modern</td>
<td>1</td>
<td>Yes</td>
<td>No</td>
<td>450mm</td>
<td>350mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Sandringham 21 35</td>
<td>1:3:6:6</td>
<td>Vitreous China</td>
<td>Modern</td>
<td>1 or 2</td>
<td>No</td>
<td>Yes</td>
<td>350mm</td>
<td>260mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Sandringham 21 45</td>
<td>1:3:6:7</td>
<td>Vitreous China</td>
<td>Modern</td>
<td>1 or 2</td>
<td>No</td>
<td>No</td>
<td>450mm</td>
<td>350mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Sandringham 21 Corner 48</td>
<td>1:3:6:8</td>
<td>Vitreous China</td>
<td>Modern</td>
<td>1 or 2</td>
<td>No</td>
<td>No</td>
<td>440mm</td>
<td>480mm</td>
<td>●</td>
<td></td>
</tr>
<tr>
<td>Sentry 47 handrinse</td>
<td>1:3:6:9</td>
<td>Solid Surface</td>
<td>Modern</td>
<td>None</td>
<td>No</td>
<td>No</td>
<td>470mm</td>
<td>320mm</td>
<td>Dune</td>
<td></td>
</tr>
</tbody>
</table>
Washbasins

**Carlton**

60

Washbasin 60 x 51cm.

- Domestic and commercial use
- Part of extensive Carlton Range
- Luxury contemporary design

**Illustrated**
- X0343 Carlton basin 60 x 51cm with 1 taphole with overflow
- X0344 Carlton Pedestal
- X0345 Carlton Semi pedestal

**Material**
- Fine Fire Clay

**Weight**
- 60cm Washbasin 16.5Kg
- Pedestal 13.2Kg
- Semi Pedestal 7.4Kg

**Colours**
- Available in White (01)

**Standards**
- Vitreous China to BS 3402
- Washbasin to BS EN 14688

**Special notes**
- Washbasin wall mounted

---

**Chelsea**

60

Chelsea is a new extensive range of ceramic pieces, designed by Franco Bertoli characterised by its round-edged organic shapes.

- Domestic and commercial use
- Part of extensive Chelsea range
- Luxury contemporary design

**Illustrated**
- T0041 Chelsea 60 x 48cm washbasin, 1 taphole with overflow
- T4284 Chelsea pedestal
- T4285 Chelsea semi-pedestal

**Material**
- Fine Fire Clay

**Weight**
- 60cm Washbasin 16.2Kg
- Pedestal 10.7Kg
- Semi-pedestal 7Kg

**Colours**
- Available in White (01)

**Standards**
- Washbasin to BS EN 14688

**Special notes**
- Washbasin wall mounted
Washbasins

Clarendon

65

Washbasin 65 x 48cm.

Domestic and commercial use
Affordable design

Illustrated
X0374 Clarendon basin 65 x 48cm with 1 taphole with overflow
X0375 Clarendon Pedestal
X0376 Clarendon Semi pedestal

Material
Vitreous China

Weight
65cm Washbasin 19.0Kg
Pedestal 10.2Kg
Semi Pedestal 6.0Kg

Colours
Available in White (01)

Standards
Vitreous China to BS 3402.
Washbasin to BS EN 14688

Special notes
Washbasin wall mounted

---

Contour 21

60 - 50 back outlet

Washbasin available in 50cm and 60cm, with no taphole and handrinse version. Contour 21 is a washbasin specially designed for use with ducted services and incorporating the added advantage of back outlet, concealing the waste pipe and fixings.

Commercial, hospital and healthcare use
Two sizes and handrinse version
Designed for ducted panel services
Concealed back outlet
Optional integral sensor spouts

Illustrated
S2154 Contour 21 back outlet washbasin, 50cm, no tapholes, no overflow, no chainstay hole
A6243 Markwik 21 integral thermostat, demountable panel mixer, single sequential lever, Armitage Bioguard outlet fitted
S8750 Waste 1/2" outlet adaptor for all Contour back outlet washbasins
S8920 Trap 1/2" plastic resealing bottle, 75mm seal
S9112 Concealed hangers pressed Steel, toggle bolts and clips for Contour washbasins

Material
Vitreous China

Weight
50cm Washbasin 12.8kg
Bib Mixer 4.0kg

Colours
Available in White (01)

Standards
Vitreous China to BS 3402

Options
S2155 Contour 21 back outlet washbasin, 60cm, no tapholes, no overflow, no chainstay hole

Special notes
Suggested rim heights; 780-800 for ambulant users 680-700 for wheelchair users.
Washbasin wall mounted using S9112 hangers or panel mounted using S9112 hangers, toggle bolts & clips. Toggle bolts and outlet adaptor are suitable for panel thickness up to 18mm
Contour 21
50 back outlet upstand

Light duty hospital basin, with 150mm upstand and integral back outlet, for connection to concealed services with concealed fixings, no tapholes, no overflow, no chainstay hole, no plug. This new basin is a welcome addition to the highly successful Contour 21 clinical basin series from Armitage Shanks.

### Material
Vitreous China

### Weight
50cm Washbasin: 14.0kg

### Standards
Vitreous China to BS 3402

### Options
- A6243 Markwik 21 integral thermostat, demountable panel mixer, single sequential lever, Armitage Bioguard outlet fitted
- A6252 Spout 100mm for Markwik 21 mixer, fitted with interchangeable Armitage Bioguard filter
- A4846 Sensorflow 21 compact tubular panel mounted 150mm projection spout, anti splash or anti vandal laminar flow outlet, integral sensor, copper tube inlets, mains
- A4847 Sensorflow 21 compact tubular panel mounted 150mm projection spout, anti splash or anti vandal laminar flow outlet, integral sensor, copper tube inlets, link (Also in Brushed Steel (GN))
- A4845 Sensorflow 21 compact tubular panel mounted 150mm projection spout, anti splash or anti vandal laminar flow outlet, integral sensor, copper tube inlets, battery (Also in Brushed Steel (GN))

### Special notes
- Suitable for use with handrinse basins in public areas and Doc M. Satisfies DDA requirements.
- Meets the requirements laid out in HTM 64, HTM 04. Single easy use lever operates on/off and temperature control. Eliminates the need for premixed water.
- Washbasin wall mounted using E0157

Contour 21
60 - 55 accessible

Contour 21 accessible 60cm and 55cm washbasins are designed specifically to allow people using wheelchairs access to the washbasin wash area. Innovative hand hold facility around front rim of basin.

### Material
Vitreous China

### Weight
60cm Washbasin: 17.6kg

### Colours
Available in White (01)

### Standards
Vitreous China to BS 3402, Washbasin to BS EN 14688 & BS EN 31. Conforms to Doc M and HTM 04

### Options
- S2169 Contour 21 accessible washbasin, 60 x 55cm, 2 tapholes with overflow and chainstay hole
- S2167 Contour 21 accessible washbasin, 60 x 55cm, no tapholes with overflow
- S2165 Contour 21 accessible washbasin, 55cm, 1 taphole with overflow
- S2166 Contour 21 accessible washbasin, 55cm, 2 tapholes with overflow and chainstay hole

### Special notes
- Suitable for use with handrinse basins in public areas and Doc M. Satisfies DDA requirements. Meets the requirements laid out in HTM 64, HTM 04. Single easy use lever operates on/off and temperature control. Eliminates the need for premixed water. Washbasin wall mounted using E0157.
Washbasins

Denholm 2
46 wall hung

New style approximately 46cm vandal resistant washbasin

Illustrated
S2625 Denholm 2 washbasin 46cm with 2 corner tapholes complete with combined chainstay overflow waste, complete with semi-shroud

B8267 Avon 21 washbasin inclined pillar taps (pair) with dual Hot and Cold indices per tap, self closing push button non concussive, water saving anti-vandal nozzle regulated to 5 litres per minute maximum. Alternative low pressure outlet option supplied.

S8920 Trap 1½” plastic rescaling bottle, 75mm seal

Material
Stainless Steel

Weight
6cm Washbasin 3.8kg

Colours
Available in Stainless Steel (MY)

Standards
Steel sheet conforms to BS EN 10088:Part2:2005 Material 1.4301 (304) - 0.9mm

Options
S2626 Denholm 2 stainless steel 46cm washbasin with right hand taphole, no overflow or chainstay hole
S2627 Denholm 2 stainless steel 46cm washbasin with no tapholes, no overflow or chainstay hole

Special notes
Stainless steel screw to wall brackets and bolts inclusive. Consideration should be given to safe hot water delivery and the use of an appropriate temperature reduction device see A5900AA

S2992 Shroud for duct fixing

Special notes
Earthing tag and brackets included please specify the type of shroud. Consideration should be given to safe hot water delivery and the use of an appropriate temperature reduction device see A5900AA

Denholm 2
46 with shroud

New style approximately 46cm vandal resistant washbasin. Stainless steel sheet washbasin can be fitted with a shroud to conceal plumbing fittings.

Illustrated
S2625 Denholm 2 washbasin 46cm with 2 corner tapholes complete with combined chainstay overflow waste

B8267 Avon 21 washbasin inclined pillar taps (pair) with dual Hot and Cold indices per tap, self closing push button non concussive, water saving anti-vandal nozzle regulated to 5 litres per minute maximum. Alternative low pressure outlet option supplied.

S8920 Trap 1½” plastic rescaling bottle, 75mm seal
S2992 Denholm 2 washbasin shroud stainless steel for surface fixing with access panel

Material
Stainless Steel

Weight
46cm Washbasin 3.8kg

Colours
Available in Stainless Steel (MY)

Standards
Steel sheet conforms to BS EN 10088:Part2:2005 Material 1.4301 (304) - 0.9mm

Options
S2626 Denholm 2 stainless steel 46cm washbasin with right hand taphole, no overflow or chainstay hole
S2627 Denholm 2 stainless steel 46cm washbasin with no tapholes, no overflow or chainstay hole
S2993 Shroud for duct fixing

Special notes
Earthing tag and brackets included please specify the type of shroud. Consideration should be given to safe hot water delivery and the use of an appropriate temperature reduction device see A5900AA
**Washbasins**

### Kensington 65
Washbasin 65 x 52cm.

**Illustrated**
- X0367 Kensington washbasin 65 x 52cm with 1 taphole with overflow
- X0369 Kensington Pedestal
- X0370 Kensington Semi pedestal

**Material**
Vitreous China

**Weight**
- 65cm Washbasin 17.3Kg
- Pedestal 11.1Kg
- Semi Pedestal 6.6Kg

**Colours**
Available in White (01)

**Standards**
- Vitreous China to BS 3402
- Washbasin to BS EN 14688

**Special notes**
Washbasin wall mounted

---

### Kensington 60
Washbasin 60 x 49cm.

**Illustrated**
- X0368 Kensington washbasin 60 x 49cm with 1 taphole with overflow
- X0369 Kensington Pedestal
- X0370 Kensington Semi pedestal

**Material**
Vitreous China

**Weight**
- 60cm Washbasin 15.0Kg
- Pedestal 11.1Kg
- Semi Pedestal 6.6Kg

**Colours**
Available in White (01)

**Standards**
- Vitreous China to BS 3402
- Washbasin to BS EN 14688

**Special notes**
Washbasin wall mounted
**Kingsley 65**

Washbasin 65 x 48 cm.

**Illustrated**
- G4965 Kingsley basin 65 x 48 cm, 1 tap hole
- J4678 Kingsley floor standing pedestal for basins 65/55 cm
- J5031 Kingsley semi pedestal large for basins 65/55 cm, with fixing screws

**Material**
Vitreous china

**Weight**
- 65mm Washbasin 17.5kg
- Pedestal 12.0kg
- Semi pedestal 11.5kg

**Colours**
Available in White (01)

**Standards**
Vitreous china to BS 3402, Washbasin to BS EN 14688

**Options**
- K710767 Fixation screws

**Special notes**
Washbasin wall mounted using fixation screws

---

**Kingsley 55**

Washbasin 55 x 48 cm.

**Illustrated**
- G4955 Kingsley basin 55 x 48 cm, 1 tap hole
- J4678 Kingsley floor standing pedestal for basins 65/55 cm
- J5031 Kingsley semi pedestal large for basins 65/55 cm, with fixing screws

**Material**
Vitreous china

**Weight**
- 55mm Washbasin 16.0kg
- Pedestal 12.0kg
- Semi pedestal 11.5kg

**Colours**
Available in White (01)

**Standards**
Vitreous china to BS 3402, Washbasin to BS EN 14688

**Options**
- K710767 Fixation screws

**Special notes**
Washbasin wall mounted using fixation screws
Washbasins

**Leadenhall 55**

Designed by Richard Rogers Partnership for any future landmark building.

**Portman 21 55 - 50 pedestal**

Extension to the Portman range, modern design in vitreous China most suited to pedestal and semi-pedestal fixing.

### Leadenhall 55

- **Domestic and commercial use**
- **Streamline design**
- **Concealed back outlet**
- **Easy to clean**

**Illustrated**

- S2058 Leadenhall 55cm washbasin back outlet, no tapholes
- S8750 Waste 1¼” outlet adaptor for all Contour back outlet washbasins
- S8920 Trap 1¼” plastic resealing bottle, 75mm seal
- S9112 Concealed hangers pressed Steel, toggle bolts and clips for Contour washbasins

**Material**

Fine Fire Clay

**Weight**

55cm Washbasin 20.0kg

**Colours**

Available in White (01)

**Options**

A4184 Sensorflow 21 tubular panel mounted 230mm projection spout anti splash or aerated outlet remote panel sensor, copper tube inlets, link

A4182 Sensorflow 21 tubular panel mounted 230mm projection spout anti splash or aerated outlet remote panel sensor, copper tube inlets, battery

A4183 Sensorflow 21 tubular panel mounted 230mm projection spout anti splash or aerated outlet remote panel sensor, copper tube inlets, mains (Also in Brushed Steel (GN))

**Special notes**

Washbasin wall mounted using S9112 hangers or panel mounted using S9112 hangers, toggle bolts & clips. Toggle bolts and outlet adaptor suitable for panel thickness up to 18mm. Consideration should be given to safe hot water delivery and the use of an appropriate temperature reduction device see AS3500AA.

### Portman 21 55 - 50 pedestal

Commercial and domestic use

- **2 sizes 50 & 55cm with 1 or 2 taphole options**

**Illustrated**

- S2478 Portman 21 pedestal washbasin 55cm 1 taphole with overflow
- S2599 Portman 21 full pedestal
- B9135 Piccolo 21 single lever 1 hole basin mixer with pop-up waste, fitted 5 litres per minute aerated flow regulator, optional flow straightener, EasyFix, temperature limit stop, flexible tail.
- S8910 Trap 1¼” plastic bottle, 75mm seal

**Material**

Vitreous China

**Weight**

55cm Washbasin 13.8kg

Full pedestal 6.2kg

**Colours**

Available in White (01)

**Standards**

Vitreous China to BS 3402. Washbasin to BS EN 14688 & BS EN 31

**Options**

S2479 Portman 21 pedestal washbasin 55cm 2 tapholes with overflow and chainstay hole

S2591 Portman 21 semi-pedestal

S2481 Portman 21 pedestal washbasin 50cm 1 taphole with overflow

S2482 Portman 21 pedestal washbasin 50cm 2 tapholes with overflow and chainstay hole

E0157 Wall fixing set

**Special notes**

Washbasin wall mounted using E0157 wall fixing set with semi pedestal fixed to wall with brackets supplied or full pedestal mounted using 2 screws through the back of the basin (not supplied)
### Portman 21

**60 - 50 - 40**

Modern design washbasin in vitreous China in 3 sizes, 60cm, 50cm and 40cm.

#### Commercial and domestic use
- **Anti Vandal applications**
- **Three sizes available**
- **With or without overflow**
- **5 tap hole options for 50cm basin**
- **Option for wall or panel fixing set**

#### Illustrated
- S2309 Portman 21 washbasin 50cm, 2 tapholes with overflow and chainstay hole
- E0157 Wall fixing set
- B8262 Nuastyle 21 inclined washbasin pillar taps, lever operated, dual Hot and Cold indices, anti-vandal water saving nozzle
- S8800 Waste 1½” plastic waste with bead chain and plug, 80mm slotted tail, bolt stay
- S8920 Trap 1½” plastic resealing bottle, 75mm seal

#### Material
- Vitreous China

#### Weight
- 50cm Washbasin 12.7kg

#### Colours
- Available in White (01)

#### Standards
- Vitreous China to BS 3402. Washbasin to BS EN 14688 & BS EN 31

#### Options
- E0062 Panel fixing set
- S9137 Basin bracket for 50 and 60cm basins
- S9138 Basin bracket for 40cm basin
  
  (Please see Portman 21 variants page)

#### Special notes
- Washbasin wall mounted using E0157 wall fixing set or panel mounted using E0062 panel fixing set. Alternatively washbasin can be wall or panel mounted using S9137 or S9138 brackets

### Portman 21 Variants

**60 - 50 - 40**

Modern design washbasin in vitreous China in 3 sizes, 60cm, 50cm and 40cm.

<table>
<thead>
<tr>
<th>40cm</th>
<th>50cm</th>
<th>60cm</th>
</tr>
</thead>
<tbody>
<tr>
<td><img src="image1.png" alt="Image" /></td>
<td><img src="image2.png" alt="Image" /></td>
<td><img src="image3.png" alt="Image" /></td>
</tr>
</tbody>
</table>

- **2 tapholes with overflow and chainstay hole**
- **2 tapholes with overflow, no chainstay hole**
- **2 tapholes, no overflow, no chainstay hole**
- **One right hand taphole no overflow, no chainstay hole**
- **One left hand taphole no overflow, no chainstay hole**
- **One central taphole (for monoblock) with overflow, no chainstay hole**
- **One central taphole (for monoblock) no overflow, no chainstay hole**
- **No tapholes no overflow no chainstay hole**
Pedestal and Wall Washbasins

Regent 68
Washbasin 68 x 48cm.

Illustrated
X0348 Regent basin 68 x 48cm
with 1 taphole with overflow
X0353 Regent Pedestal
X0354 Regent Semi pedestal large

Material
Fine Fire Clay

Weight
68cm Washbasin 19.8Kg
Pedestal 9.9Kg
Semi Pedestal 6.2Kg

Colours
Available in White (01)

Standards
Washbasin to BS EN 14688

Special notes
Washbasin wall mounted

Regent 60
Washbasin 60 x 48cm.

Illustrated
X0349 Regent basin 60 x 48cm
with 1 taphole with overflow
X0353 Regent Pedestal
X0354 Regent Semi pedestal large

Material
Fine Fire Clay

Weight
60cm Washbasin 18.0Kg
Pedestal 9.9Kg
Semi Pedestal 6.2Kg

Colours
Available in White (01)

Standards
Washbasin to BS EN 14688

Special notes
Washbasin wall mounted
**Regent**

Washbasin 55 x 46cm.

**Salonex**

61 hairdressers

Shampoo washbasin for hairdressing salons and health and welfare centres. Available with two tapholes at 20cm centres.

**Material**
Fine Fire Clay

**Weight**
- 55cm Washbasin 15.0Kg
- Pedestal 9.9Kg
- Semi Pedestal 6.2Kg

**Colours**
Available in White (01)

**Standards**
Washbasin to BS EN 14688

**Special notes**
Washbasin wall mounted
**Sandringham 21**

55 - 50

Sandringham 21 washbasin suitable for pedestal or wall fixing. Available with 1 centre taphole or 2 tapholes at 20cm centres.

**Domestic and commercial use**

**Pedestal or wall mounted**

**Taphole and chainstay options**

Part of Sandringham 21 suite

**Illustrated**

EB951 Sandringham 21 washbasin 55cm, 2 tapholes, with overflow and chainstay hole
EB976 Sandringham 21 full pedestal
B9865 Sandringham 21 Washbasin Pillar Taps
S8800 Waste 1½” plastic waste with bead chain and plug, 80mm slotted tail, bolt stay
S8950 Trap 1½” plastic P for use with cloakroom pedestal

**Material**

Vitreous China

**Weight**

55cm Washbasin 16.0kg
Full pedestal 10.3kg

**Colours**

Available in White (01)

**Standards**

Vitreous China to BS 3402. Washbasin to BS EN 14688 & BS EN 31

**Options**

EB949 Sandringham 21 washbasin 55cm, 1 taphole, with overflow no chainstay hole
EB962 Sandringham 21 washbasin 55cm, 1 taphole, with overflow and chainstay hole
EB945 Sandringham 21 washbasin 50cm, 1 taphole, with overflow no chainstay hole
EB946 Sandringham 21 washbasin 50cm, 2 taphole, with overflow and chainstay hole
E0157 Wall fixing set

**Special notes**

Washbasin wall mounted using E0157 wall fixing set or full pedestal mounted using 2 screws through the back of the basin (not supplied)

---

**Sandringham Royalex 56 - 51**

Available in 2 sizes, 56cm x 41cm, 51cm x 41cm, this vitreous China washbasin is suitable for wall or pedestal fixing.

**Domestic and public uses**

Corner tapholes
Anti vandal
British Standard washbasin
Two sizes

**Illustrated**

S2170 Sandringham Royalex 56cm washbasin, 2 corner tapholes with overflow and chainstay hole
S2955 Ova Pedestal
B9865 Sandringham 21 Washbasin Pillar Taps
S8800 Waste 1½” plastic waste with bead chain and plug, 80mm slotted tail, bolt stay
S8910 Trap 1½” plastic bottle, 75mm seal

**Material**

Vitreous China

**Weight**

56cm Washbasin 14.1kg
Pedestal 10.3kg

**Colours**

Available in White (01)

**Standards**

Vitreous China to BS 3402 - Washbasin to BS 1188

**Options**

S2180 Sandringham Royalex 51cm washbasin with two corner tapholes and chainstay hole
S9110 Concealed wall hangers

**Special notes**

Washbasin wall mounted using S9110 hangers and S9145 bracket (when appropriate) or full pedestal mounted using 2 screws through the back of the basin (not supplied). Note: A pop up waste cannot be fitted when using S9145 bracket
Washbasins

Semi-countertop
**Chelsea**

55 semi-countertop

Chelsea is a new extensive range of ceramic pieces, designed by Franco Bertoli characterised by its round-edged organic shapes.

**Profile 21**

50 semi-countertop

Profile 21 practical and versatile vanity washbasin for use in fitted furniture, vanity units and countertops. No overflow versions for healthcare applications.
Regent
67 semi-countertop
Regent semi-countertop 67 x 49cm.

Domestic and commercial use
Part of extensive Regent Range
Luxury modern design

Illustrated
X0358 Regent semi-countertop 67 x 49cm with 1 taphole and overflow

Material
Fine Fire Clay

Weight
67cm Washbasin 18.2Kg

Colours
Available in White (01)

Standards
Washbasin to BS EN 14688

Special notes
Washbasin fixed to countertop. Joint sealed with waterproof sealant (not supplied)

Sandringham 21
50 semi-countertop
Sandringham 21 general purpose 50cm semi-countertop washbasin providing stylish and cost effective solutions.

Domestic and commercial use
Single or 2 taphole options
No chainstay hole version
Economical

Illustrated
E8959 Sandringham 21 semi-countertop washbasin 50cm, 2 tapholes with overflow and chainstay hole
B9865 Sandringham 21 Washbasin Pillar Taps
S8800 Waste 1½” plastic waste with bead chain and plug, 80mm slotted tail, bolt stay
S8920 Trap 1½” plastic resealing bottle, 75mm seal

Material
Vitreous China

Weight
50cm Washbasin 13.4kg

Colours
Available in White (01)

Standards
Washbasin to BS EN 14688

Options
E8958 Sandringham 21 50cm semi-countertop washbasin, 1 taphole with overflow no chainstay hole
E8961 Sandringham 21 semi-countertop washbasin 50cm, 2 tapholes with overflow no chainstay hole

Special notes
Washbasin fixed to countertop with securing clips provided. Joint sealed with waterproof sealant (not supplied)
Washbasins

Countertop
Berwick 2
47 countertop

New inset countertop wash basin in Stainless Steel. Self rimming for fixing into countertops with clips provided. Commercial use in schools, public buildings and anti-vandal areas.

Washbasins

Berwick 2
47 countertop

Countertop fixing
Stainless Steel
Complete with waste and overflow

Illustrated
S2628 Berwick 2 stainless steel self rimming countertop bowl, 1 ½" combined chain waste & plug overflow, with fixing kit
B8262 Nuastyle 21 inclined ½" washbasin pillar taps, lever operated, dual Hot and Cold indices, anti-vandal water saving nozzle
S1920 Trap 1 ½" plastic resealing bottle, 75mm seal

Material
Stainless Steel

Weight
Stainless Steel Washbasin 2.8kg

Colours
Available in Stainless Steel (MY)

Standards
Steel sheet conforms to BS EN 10088-Part2:2005 Material 1.4301 (304) - 0.9mm

Special notes
Washbasin mounted on countertop using fixings supplied. Consideration should be given to safe hot water delivery and the use of an appropriate temperature reduction device see A5900AA

Washbasins

Broadway
180 - 120 washing trough

Broadway Washing Troughs suitable for commercial use in service stations, offices and education or wherever multiple washing facilities are required. Supplied without tap holes but with drilling points shown on the underside.

Washbasins

Commercial, schools and anti vandal use
3 or 2 position troughs
Vanity unit mounting

Illustrated
S2099 Broadway washing trough 180cm long, undrilled for panel mounted taps or may be drilled at the pre-marked drilling points, complete with Chromium plated wastes
A4849 Sensorflow 21 compact tubular panel mounted 230mm projection spout, anti splash or anti vandal laminar flow outlet, integral sensor, copper tube inlets, mains
S1925 Trap 1 ½" plastic resealing bottle with 75mm seal, multi-purpose outlet

Material
Solid surface

Weight
180cm Trough 40.0kg
120cm Trough 27.0kg

Colours
Available in White (01)

Options
S2098 Broadway washing trough 120cm long, undrilled for panel mounted taps or may be drilled at the pre-marked drilling points, complete with Chromium plated wastes
A4850 Sensorflow 21 compact tubular panel mounted 230mm projection spout, anti splash or anti vandal laminar flow outlet, integral sensor, copper tube inlets, link (Also in Brushed Steel (GN))
A4848 Sensorflow 21 compact tubular panel mounted 230mm projection spout, anti splash or anti vandal laminar flow outlet, integral sensor, copper tube inlets, battery (Also in Brushed Steel (GN))

Special notes
Washing trough fits to framing or cabinet using M6 screws (not supplied)
Washbasins

**Galaxy**

51 countertop

Self rimming countertop washbasin in high impact Acetal for use in cabinets.

**Domestic use**

Economical Acetal washbasin

51 cm x 43 cm

2 tap hole option

**Illustrated**

S2601 Galaxy 51cm countertop washbasin, 1 tap hole with overflow

B4447 Sandringham SL single lever 1 hole basin mixer with pop-up waste, 5 litre per minute flow regulator aerator fitted

S8910 Trap 1¼" plastic bottle, 75mm seal

**Material**

High Impact Acetal

**Weight**

51cm Washbasin 1.9kg

**Colours**

Available in White (01)

**Standards**

Washbasin to BS EN 14688 & BS EN 31

**Options**

S2600 Galaxy 51cm washbasin, 2 tap holes with overflow and chainstay hole

**Special Notes**

Self rimming for drop-in installations as per template supplied, using secured fixings supplied and joint sealed with waterproof sealant (not supplied)

---

Washbasins

**Kensington**

54 countertop

Countertop washbasin 54 x 44cm.

**Domestic and commercial use**

Affordable design

**Illustrated**

X0371 Kensington countertop basin 54 x 44cm with 1 tap hole

**Material**

Vitreous China

**Weight**

54cm Washbasin 7.6kg

**Colours**

Available in White (01)

**Standards**

Vitreous China to BS 3402. Washbasin to BS EN 14688

**Special Notes**

Self rimming for drop-in installations as per template supplied, using joint sealed with waterproof sealant (not supplied)
Washbasins

**Orbit 21**
55 countertop

Countertop washbasin in vitreous China for use in worktop or vanity top. Available with 2 tapholes at 20cm centres or with single taphole for monoblock fitting. Also available 1 or 2 taphole without overflow or chainstay hole for hygienic healthcare countertop applications.

**Planet 21**
50 countertop

Countertop washbasin in vitreous China for use in worktop or vanity top. Available with 2 tapholes at 20cm centres or with single taphole for monoblock fitting.

---

**Domestic and commercial use**

<table>
<thead>
<tr>
<th>1 or 2 taphole</th>
<th>No overflow for extra hygiene versions</th>
</tr>
</thead>
</table>

**Illustrated**

S2486 Orbit 21 countertop washbasin 55cm
1 taphole with overflow
B8261 Piccolo 21 basin dual control 1 hole basin mixer with pop-up waste, fitted 5 litres per minute aerated flow regulator, optional flow straightener, EasyFix, temperature limit stop, flexible tails
S8910 Trap 1/4" plastic bottle, 75mm seal

**Material**
Vitreous China

**Weight**
55cm Washbasin 9.1kg

**Colours**
Available in White (01)

**Standards**
Vitreous China to BS 3402. Washbasin to BS EN 14688 & BS EN 31

**Options**
S2488 Orbit 21 countertop washbasin 55cm
2 tapholes with overflow and chainstay hole
S2487 Orbit 21 countertop washbasin 55cm
1 taphole no overflow
S2490 Orbit 21 countertop washbasin 55cm
1 right hand taphole no overflow no chainstay hole
S2489 Orbit 21 countertop washbasin 55cm
2 tapholes no overflow no chainstay hole
S2491 Orbit 21 countertop washbasin 55cm
3 taphole with overflow no chainstay hole
S2513 Orbit 21 countertop washbasin 55cm
1 taphole with overflow no chainstay hole, no logo

**Special notes**
Self-rimming for drop-in installation as per template supplied, joint sealed with waterproof sealant (not supplied)

**Material**
Vitreous China

**Weight**
50cm Washbasin 7.6kg

**Colours**
Available in White (01)

**Standards**
Vitreous China to BS 3402. Washbasin to BS EN 14688 & BS EN 31

**Options**
S2485 Planet 21 countertop washbasin 50cm
2 tapholes with overflow and chainstay hole
A4851 Sensorflow 21 compact washbasin mounted spout integral sensor servicing valve and filter, copper tube inlets, mains
A4852 Waste 1/4" brass strainer waste, 80mm slotted tail
S8910 Trap 1/4" plastic bottle, 75mm seal

**Special notes**
Self-rimming for drop-in installation as per template supplied, joint sealed with waterproof sealant (not supplied)
Washbasins

**Regent**

67 countertop

Countertop 67 x 48cm.

**ARMITAGE SHANKS**

Domestic and commercial use

Part of extensive Regent range

**Illustrated**

X0357 Regent countertop 67 x 48cm with 1 taphole with overflow

**Material**

Fine Fire Clay

**Weight**

67cm Washbasin 12.3Kg

**Colours**

Available in White (01)

**Standards**

Washbasin to BS EN 14688

**Special Notes**

Self rimming for drop-in installations as per template supplied, using joint sealed with waterproof sealant (not supplied).

---

Washbasins

**Sandringham 21**

50 countertop

Sandringham 21 general purpose countertop washbasin providing a stylish and cost effective solution, with options for 1 or 2 tapholes, with or without chainstay hole.

**ARMITAGE SHANKS**

Domestic and commercial use

Economical

Single or 2 tapholes

2 taphole with or without chainstay hole

**Illustrated**

E8952 Sandringham 21 countertop washbasin 50cm, 1 taphole with overflow, no chainstay hole

E8953 Sandringham 21 countertop washbasin 50cm, 2 tapholes with overflow and chainstay hole

E8954 Sandringham 21 countertop washbasin 50cm, 2 tapholes with overflow no chainstay hole

**Material**

Vitreous China

**Weight**

50cm Washbasin 7.0Kg

**Colours**

Available in White (01)

**Standards**

Vitreous China to BS 3402. Washbasin to BS EN 14688 & BS EN 31

**Options**

E8953 Sandringham 21 countertop washbasin 50cm, 2 tapholes with overflow and chainstay hole

E8954 Sandringham 21 countertop washbasin 50cm, 2 tapholes with overflow no chainstay hole

**Special notes**

Self-rimming for drop-in installation as per template supplied, joint sealed with waterproof sealant (not supplied).
**Washbasins**

**Troon 2**

stainless steel

Countertop washbasin in vandal resistant stainless steel can also be fixed using clips provided as under-countertop washbasin.

**Countertop or under-counter**

**Fixing clips provided**

**Stainless Steel**

**Illustrated**

S2629 Troon 2 washbasin 39cm complete with 1½” waste and fixing clips, no overflow

B8263 Avon 21 washbasin mixer 1 hole, self closing push button, variable temperature control with 15mm female connector flexible hoses

S8925 Trap 1½” plastic resealing bottle with 75mm seal, multi-purpose outlet

**Material**

stainless steel

**Weight**

Washbasin 2.6kg

**Colours**

Stainless Steel (MY)

**Standards**

20 gauge stainless steel conforming to BS EN 10088:Part 2:2005

**Options**

S8915 Trap 1½” plastic bottle with 75mm seal

**Special notes**

Washbasin supplied with earthing tag & mounted on or under countertop using fixings supplied. Consideration should be given to safe hot water delivery and the use of an appropriate temperature reduction device see A5900AA or Part G for guidance

**Washbasins**

**Under-countertop**

**Material**

stainless steel

**Weight**

Washbasin 2.6kg

**Standards**

20 gauge stainless steel conforming to BS EN 10088:Part 2:2005

**Options**

S8915 Trap 1½” plastic bottle with 75mm seal

**Special notes**

Washbasin supplied with earthing tag & mounted on or under countertop using fixings supplied. Consideration should be given to safe hot water delivery and the use of an appropriate temperature reduction device see A5900AA or Part G for guidance
**Cherwell 21**

38 - 48 under-countertop

Round under-countertop washbasin with overflow.

**Domestic and commercial use**

**Modern round design**

**Illustrated**

- S2687 Cherwell 21 round 38cm under-countertop washbasin with overflow
- A4852 Sensorflow 21 compact washbasin mounted spout integral sensor servicing valve and filter, copper tube inlets, mains
- S8722 Waste 1¼" brass strainer waste, 80mm slotted tail
- S8920 Trap 1¼" plastic resealing bottle, 75mm seal

**Material**

Fine Fire Clay

**Weight**

- 48cm Washbasin 7.2kg
- 38cm Washbasin 5.0kg

**Colours**

Available in White (01)

**Standards**

Washbasin to BS EN 14688 & BS EN 31

**Options**

- A4858 Cherwell 21 round 48cm under-countertop washbasin with overflow
- A4851 Sensorflow 21 compact washbasin mounted spout integral sensor servicing valve and filter, copper tube inlets, battery (Also in Brushed Steel (GN))
- A4853 Sensorflow 21 compact washbasin mounted spout integral sensor servicing valve and filter, copper tube inlets, link (Also in Brushed Steel (GN))

**Special notes**

This washbasin is not suitable for separate pillar taps. Washbasin mounted on underside of countertop using fixing clips supplied. Joint sealed using waterproof sealant (not supplied). Consideration should be given to safe hot water delivery and the use of an appropriate temperature reduction device see A5900AA

---

**Contour 21**

42 under-countertop

Rectangular under-countertop washbasin with overflow. Part of the extensive commercial Contour 21 range.

**Domestic and commercial use**

**Part of an extensive suite**

**Illustrated**

- S2689 Contour 21 rectangular 42cm under-countertop washbasin with overflow
- A4852 Sensorflow 21 compact washbasin mounted spout integral sensor servicing valve and filter, copper tube inlets, mains
- S8722 Waste 1¼" brass strainer waste, 80mm slotted tail
- S8920 Trap 1¼" plastic resealing bottle, 75mm seal

**Material**

Fine Fire Clay

**Weight**

42cm Washbasin 6.0kg

**Colours**

Available in White (01)

**Standards**

Washbasin to BS EN 14688 & BS EN 31

**Options**

- A4851 Sensorflow 21 compact washbasin mounted spout integral sensor servicing valve and filter, copper tube inlets, battery (Also in Brushed Steel (GN))
- A4853 Sensorflow 21 compact washbasin mounted spout integral sensor servicing valve and filter, copper tube inlets, link (Also in Brushed Steel (GN))

**Special notes**

This washbasin is not suitable for separate pillar taps. Washbasin mounted on underside of countertop using fixing clips supplied. Joint sealed using waterproof sealant (not supplied). Consideration should be given to safe hot water delivery and the use of an appropriate temperature reduction device see A5900AA
Washbasins

Contour 21
50 under-countertop

50cm under-counter washbasin with overflow and unglazed rim.
Part of the extensive commercial Contour 21 range.

Illustrated
S2496 Contour 21 50cm under-countertop washbasin with overflow, unglazed rim
A4852 Sensorflow 21 compact washbasin mounted spout integral sensor servicing valve and filter, copper tube inlets, mains
S8722 Waste 1¼" brass strainer waste, 80mm slotted tail
S8910 Trap 1¼" plastic bottle, 75mm seal, multi-purpose outlet

Material
Fine Fire Clay

Weight
42cm Washbasin 6.0kg

Colours
Available in White (01)

Standards
Washbasin to BS EN 14688 & BS EN 31

Options
A4851 Sensorflow 21 compact washbasin mounted spout integral sensor servicing valve and filter, copper tube inlets, battery (Also in Brushed Steel (GN))
A4853 Sensorflow 21 compact washbasin mounted spout integral sensor servicing valve and filter, copper tube inlets, link (Also in Brushed Steel (GN))

Special notes
This washbasin is not suitable for separate pillar taps. Washbasin mounted on underside of countertop using fixing clips supplied. Joint sealed using waterproof sealant (not supplied). Consideration should be given to safe hot water delivery and the use of an appropriate temperature reduction device see A5900AA

Contour 21 Rectangular
55 under-countertop

Rectangular under-counter washbasin with overflow and soap dispenser options.

Illustrated
S2695 Contour 21 rectangular 55cm under-countertop washbasin with tap deck, 1 taphole & overflow
A4852 Sensorflow 21 compact washbasin mounted spout integral sensor servicing valve and filter, copper tube inlets, mains
S8722 Waste 1¼" brass strainer waste, 80mm slotted tail
S8920 Trap 1¼" plastic resealing bottle, 75mm seal

Material
Fine Fire Clay

Weight
55cm Washbasin 9.4kg

Colours
Available in White (01)

Standards
Washbasin to BS EN 14688 & BS EN 31

Options
S2696 Contour 21 rectangular 55cm under-countertop washbasin with tap deck, 1 taphole with overflow and left hand soap dispenser
S2697 Contour 21 rectangular 55cm under-countertop washbasin one taphole with overflow and right hand soap dispenser

Special notes
This washbasin is not suitable for separate pillar taps. Washbasin mounted on underside of countertop using fixing clips supplied. Joint sealed using waterproof sealant (not supplied). Consideration should be given to safe hot water delivery and the use of an appropriate temperature reduction device see A5900AA
Marlow 21
62 - 55 - 48 under-countertop

Oval under-countertop washbasin with overflow.

Using T645567 fixing clips

<table>
<thead>
<tr>
<th>A</th>
<th>48cm</th>
<th>55cm</th>
<th>62cm</th>
</tr>
</thead>
<tbody>
<tr>
<td>B</td>
<td>480</td>
<td>550</td>
<td>620</td>
</tr>
<tr>
<td>C</td>
<td>415</td>
<td>480</td>
<td>545</td>
</tr>
<tr>
<td>D</td>
<td>360</td>
<td>380</td>
<td>410</td>
</tr>
<tr>
<td>E</td>
<td>285</td>
<td>310</td>
<td>335</td>
</tr>
<tr>
<td>F</td>
<td>175</td>
<td>190</td>
<td>205</td>
</tr>
</tbody>
</table>

*Special notes*
This washbasin is not suitable for separate pillar taps. Washbasin mounted on underside of countertop using fixing clips supplied. Joint sealed using waterproof sealant (not supplied). Consideration should be given to safe hot water delivery and the use of an appropriate temperature reduction device see A5900AA.

**Domestic and commercial use**

**Modern oval design**

**Illustrated**

- S2684 Marlow 21 48cm under-countertop washbasin with overflow
- A4852 Sensorflow 21 compact washbasin mounted spout integral sensor servicing valve and filter, copper tube inlets, mains
- S8722 Waste 1½” brass strainer waste, 80mm slotted tail
- S8922 Trap 1½” plastic resealing bottle, 75mm seal

**Material**
Fine Fire Clay

**Weight**
- 62cm Washbasin 9.0kg
- 55cm Washbasin 8.0kg
- 48cm Washbasin 7.0kg

**Colours**
Available in White (01)

**Standards**
Washbasin to BS EN 14688 & BS EN 31

**Options**
- S2685 Marlow 21 55cm under-countertop washbasin with overflow
- S2686 Marlow 21 62cm under-countertop washbasin with overflow
- S2692 Marlow 21 48cm under-countertop washbasin with overflow, glazed underside
- A4851 Sensorflow 21 compact washbasin mounted spout integral sensor servicing valve and filter, copper tube inlets, battery (Also in Brushed Steel (GN))
- A4853 Sensorflow 21 compact washbasin mounted spout integral sensor servicing valve and filter, copper tube inlets, link (Also in Brushed Steel (GN))

**Joint sealed using**
Waterproof sealant (not supplied). Consideration should be given to safe hot water delivery and the use of an appropriate temperature reduction device see A5900AA.
**Washbasins**

**Carlton**

**60 vessel**

Vessel 60 x 42cm.

<table>
<thead>
<tr>
<th>Domestic use</th>
<th>Part of extensive Carlton range</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>illustrated</strong></td>
<td>X0342 Carlton vessel 60 x 42cm without tap hole and overflow hole</td>
</tr>
<tr>
<td><strong>Material</strong></td>
<td>Fine Fire Clay</td>
</tr>
<tr>
<td><strong>Weight</strong></td>
<td>60cm Vessel 12.4Kg</td>
</tr>
<tr>
<td><strong>Colours</strong></td>
<td>Available in White (01)</td>
</tr>
<tr>
<td><strong>Standards</strong></td>
<td>Washbasin to BS EN 14688</td>
</tr>
<tr>
<td><strong>Special Notes</strong></td>
<td>Washbasin mounted on countertop. Joint sealed with waterproof sealant (not supplied).</td>
</tr>
</tbody>
</table>

**Carlton**

**42 vessel**

Vessel 42 x 42cm.

<table>
<thead>
<tr>
<th>Domestic use</th>
<th>Part of extensive Carlton range</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>illustrated</strong></td>
<td>X0341 Carlton vessel 42 x 42cm without tap hole and overflow hole</td>
</tr>
<tr>
<td><strong>Material</strong></td>
<td>Fine Fire Clay</td>
</tr>
<tr>
<td><strong>Weight</strong></td>
<td>42cm Vessel 10.0Kg</td>
</tr>
<tr>
<td><strong>Colours</strong></td>
<td>Available in White (01)</td>
</tr>
<tr>
<td><strong>Standards</strong></td>
<td>Washbasin to BS EN 14688</td>
</tr>
<tr>
<td><strong>Special Notes</strong></td>
<td>Washbasin mounted on countertop. Joint sealed with waterproof sealant (not supplied).</td>
</tr>
</tbody>
</table>
Chelsea is a new extensive range of ceramic pieces, designed by Franco Bertoli characterised by its round-edged organic shapes.

**Chelsea 60 vessel**

Domestic and commercial use
Part of extensive Carlton range

**Illustrated**
T0042 Chelsea 60 x 45cm vessel washbasin
1 taphole

**Material**
Vitreous China

**Weight**
60cm Washbasin 16kg

**Colours**
Available in White (01)

**Standards**
Vitreous China to BS 3402.
Washbasin to BS EN 14688

**Special notes**
Washbasin mounted on countertop. Joint sealed with waterproof sealant (not supplied)

**Clarendon 56 vessel**

Domestic and commercial use
Affordable design

**Illustrated**
X0377 Clarendon vessel 56 x 44cm
with 1 taphole

**Material**
Vitreous China

**Weight**
56cm Vessel 12.0Kg

**Colours**
Available in White (01)

**Standards**
Vitreous China to BS 3402.
Washbasin to BS EN 14688

**Special Notes**
Washbasin mounted on countertop. Joint sealed with waterproof sealant (not supplied)
Washbasins

Regent 60 vessel

Vessel 60 x 44cm.

ARMITAGE SHANKS

Domestic and commercial use
Part of extensive Regent range

Illustrated
X0356 Regent vessel 60 x 44cm
with 1 taphole

Material
Fine Fire Clay

Weight
60cm Vessel 13.5Kg

Colours
Available in White (01)

Standards
Washbasin to BS EN 14688

Special Notes
Washbasin mounted on countertop. Joint sealed with waterproof sealant (not supplied).
**Contour 21**

37 handrinse

Short projection wall mounted handrinse washbasin. Suitable for public areas and special care applications.

**Handrinse**

50 handrinse

Recessed vitreous China washbasin, 50cm x 17cm, to provide hand rinsing facilities in confined spaces, especially cloakrooms, WC compartments, shops, offices and public buildings.
**Regent 50 handrinse**
Regent hand wash basin 50 x 38cm.

**Regent 45 handrinse**
Regent hand wash basin 45 x 35cm.

**Material**
Vitreous China

**Weight**
50cm Washbasin 11.8Kg
Pedestal 5.7Kg

**Colours**
Available in White (01)

**Standards**
Vitreous China to BS 3402.
Washbasin to BS EN 14688

**Special notes**
Washbasin wall mounted
Sandringham 21

35 handrinse

Sandringham 21 handrinse washbasins in vitreous China, 45cm and corner handrinse washbasins also available.

Domestic and commercial use
Space saving design
Left or Right hand taphole options
Hygienic no overflow version

Illustrated
E8930 Sandringham 21 handrinse washbasin 35cm, 2 taphole, with overflow and chainstay hole
B9865 Sandringham 21 Washbasin Pillar Taps
S8800 Waste 1¼" plastic waste with bead chain and plug, 80mm slotted tail, bolt stay
S8900 Trap 1¼" metal bottle, 75mm seal, outlet screwed 1¼" BSP male with compression nut and ring
E5010 Pair Steel Wall Hangers

Material
Vitreous China

Weight
35cm Washbasin 6.5kg

Colours
Available in White (01)

Standards
Vitreous China to BS 3402. Washbasin to BS EN 14688 & BS EN 31

Options
E8928 Sandringham 21 handrinse washbasin 35cm, right hand taphole, with overflow no chainstay hole
E8929 Sandringham 21 handrinse washbasin 35cm, left hand taphole, with overflow no chainstay hole
S8150 Sandringham 21 handrinse washbasin 35cm, 2 taphole, no overflow no chainstay hole
E0157 Wall fixing set

Special notes
Washbasin wall mounted using E5010 wall hangers and screwed to wall using 3 screws (not supplied) or E0157 wall fixing set and screwed to wall using 2 screws (not supplied)

Sandringham 21

45 handrinse

Sandringham 21 handrinse washbasins in vitreous China, 35cm and corner handrinse washbasins also available.

Domestic and commercial use
Space saving design
Wall fixing or pedestal

Illustrated
E8936 Sandringham 21 handrinse washbasin 45cm, 2 tapholes, with overflow and chainstay hole
E8976 Sandringham 21 pedestal
B9865 Sandringham 21 Washbasin Pillar Taps
S8800 Waste 1¼" plastic waste with bead chain and plug, 80mm slotted tail, bolt stay
S8950 Trap 1¼" plastic P for use with handrinse pedestal

Material
Vitreous China

Weight
45cm Washbasin 10.3kg
Pedestal 10.3kg

Colours
Available in White (01)

Standards
Vitreous China to BS 3402. Washbasin to BS EN 14688 & BS EN 31

Options
E8935 Sandringham 21 handrinse washbasin 45cm, 1 taphole, with overflow no chainstay hole
E0157 Wall fixing set

Special notes
Washbasin wall mounted using E0157 wall fixing set or full pedestal mounted using 2 screws through the back of the basin (not supplied)
**Sandringham 21 48 corner handrinse**

Sandringham 21 handrinse washbasins in vitreous China, available in 2 sizes and corner version.

- Domestic and commercial use
- Corner Design
- Wall fixing or pedestal
- Space saving design

**Illustrated**
- E8942 Sandringham 21 48cm corner handrinse basin, 2 tapholes with overflow and chain stay hole
- E8976 Sandringham 21 pedestal
- S8863 Sandringham 21 washbasin pillar taps
- S8800 Waste 1½" plastic waste with bead chain and plug, 80mm slotted tail, bolt stay
- S8950 Trap 1½" plastic P for use with handrinse pedestal

**Material**
- Vitreous China

**Weight**
- Sandringham 21 Pedestal 10.3kg
- 48cm Washbasin 9.5kg

**Colours**
- Available in White (01)

**Standards**
- Vitreous China to BS 3402. Washbasin to BS EN 14688 & BS EN 31

**Options**
- E8941 Sandringham 21 corner washbasin, 1 taphole with overflow
- E5010 Pair Steel Wall Hangers
- E0157 Wall fixing set

**Special notes**
- Washbasin wall mounted using E5010 wall hangers and screwed to wall using screw (not supplied) or E0157 wall fixing set or full pedestal mounted using screw through back of basin (not supplied)

---

**Sentry 47 handrinse**

This washbasin is manufactured from a solid surface material and has a rear outlet and concealed fixings.

- Manufactured from solid surface material
- Concealed fixings
- Shrouded basin supply

**Illustrated**
- S2127 Sentry solid surface washbasin for wall fixing with back outlet and Connecting adapter with two pneumatically operated push button valves with concealed integrally shrouded outlets and 200mm long bolts for concealed wall fixing.

**Material**
- Solid Surface

**Weight**
- Solid Surface Washbasin 21.5kg

**Colours**
- Available in Dune (CN)

**Special notes**
- Sentry basin is available with 100mm bolts for panel fixing. Product codes available on request. Consideration should be given to safe hot water delivery and the use of an appropriate temperature reduction device see A5900AA
Washbasins
Fittings
### Bottle Traps

Standard and resealing bottle traps for washbasins.

<table>
<thead>
<tr>
<th>Material</th>
<th>Weight</th>
<th>Colours</th>
<th>Options</th>
</tr>
</thead>
<tbody>
<tr>
<td>Chrome plated</td>
<td>1.45 KG</td>
<td>Available in Chrome</td>
<td>S8910 Trap 1¼&quot; plastic bottle, 75mm seal</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>S8920 Trap 1¼&quot; plastic resealing bottle, 75mm seal</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>E3198 Trap 1¼&quot; metal bottle, 75mm seal</td>
</tr>
</tbody>
</table>

### Basin Flow Regulators

Water saving flow limiters.

<table>
<thead>
<tr>
<th>Material</th>
<th>Weight</th>
<th>Colours</th>
<th>Options</th>
</tr>
</thead>
<tbody>
<tr>
<td>Plastic</td>
<td>0.10 KG</td>
<td>Unfinished</td>
<td>L6935 Flow regulator, washbasin inlet, 4 litres per minute, pair</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>S8735 Waste 1¼&quot; brass anti theft waste with chain and captive plug, 80mm slotted tail</td>
</tr>
</tbody>
</table>

### Strainer Wastes

Slotted, unslotted and swivel plug wastes for washbasins.

<table>
<thead>
<tr>
<th>Material</th>
<th>Weight</th>
<th>Options</th>
</tr>
</thead>
<tbody>
<tr>
<td>Chrome plated</td>
<td>0.23 KG</td>
<td>S8720 Waste 1¼&quot; brass strainer waste, 80mm unslotted tail</td>
</tr>
<tr>
<td></td>
<td></td>
<td>S8722 Waste 1¼&quot; brass strainer waste, 80mm slotted tail</td>
</tr>
<tr>
<td></td>
<td></td>
<td>S8811 Waste 1¼&quot; plastic strainer, 50mm unslotted tail</td>
</tr>
<tr>
<td></td>
<td></td>
<td>S8810 Waste 1¼&quot; plastic strainer, dished pattern, 80mm unslotted tail</td>
</tr>
</tbody>
</table>

### Anti Theft Wastes

Anti-theft wastes for washbasins.

<table>
<thead>
<tr>
<th>Material</th>
<th>Weight</th>
<th>Options</th>
</tr>
</thead>
<tbody>
<tr>
<td>Chrome plated</td>
<td>0.35 KG</td>
<td>S8737 Waste 1¼&quot; brass anti theft waste with captive plug, no chain, 80mm slotted tail</td>
</tr>
</tbody>
</table>
Washbasins

Chain Wastes
Slotted, unslotted and swivel plug wastes for washbasins.

Swivel and Click Wastes
Slotted and unslotted wastes for washbasins.

Brackets and Supports
For supporting wall mounted washbasins.

P Trap
1 1/4in plastic P Trap for use with cloakroom pedestal

Concealed hangers
Adjustable centre bracket

Options
S8733 Slotted basin waste with swivel plug
S8003 Slotted basin waste with click plug
S8734 Waste 1 1/4" brass swivel plug waste, 80mm unslotted tail
S8800 Waste 1 1/4" plastic waste with bead chain and plug, 80mm slotted tail, bolt stay

Special notes
A pop up waste cannot be fitted when using S9145 centre bracket

Material
Chrome plated

Weight
0.08 KG

Colours
Neutral / No Finish

Options
S8808 Unslotted basin waste with click plug

Material
Plastic

Weight
1.00 KG

Colours
Neutral / No Finish

Special notes
It is recommended this trap is used when fitting a cloakroom pedestal to ensure adequate access

Illustrated
E6760 Waste 1 1/4" brass waste with chain and plug, 80mm slotted tail, bolt stay

Material
Chrome plated

Weight
0.08 KG

Colours
Neutral / No Finish

Options
S8715 Waste 1 1/4" waste with bead chain & plug, 80mm unslotted tail, screw stay
S8734 Waste 1 1/4" brass swivel plug waste, 80mm unslotted tail
S8800 Waste 1 1/4" plastic waste with bead chain and plug, 80mm slotted tail, bolt stay

Material
Chrome plated

Weight
0.08 KG

Colours
Neutral / No Finish

Options
S8733 Slotted basin waste with swivel plug
S8003 Slotted basin waste with click plug
S8734 Waste 1 1/4" brass swivel plug waste, 80mm unslotted tail
S8800 Waste 1 1/4" plastic waste with bead chain and plug, 80mm slotted tail, bolt stay

Material
Plastic

Weight
1.00 KG

Colours
Neutral / No Finish

Special notes
It is recommended this trap is used when fitting a cloakroom pedestal to ensure adequate access

Illustrated
S8950 Trap 1 1/4" plastic P for use with cloakroom pedestal

Material
Steel

Weight
0.24 KG

Colours
Neutral / No Finish

Special notes
A pop up waste cannot be fitted when using S9145 centre bracket

Illustrated
S9110 Hangers concealed, Steel

Material
Steel

Weight
0.24 KG

Colours
Neutral / No Finish

Special notes
A pop up waste cannot be fitted when using S9145 centre bracket

Illustrated
S9110 Hangers concealed, Steel

Material
Steel

Weight
0.24 KG

Colours
Neutral / No Finish

Special notes
A pop up waste cannot be fitted when using S9145 centre bracket